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¢ EB ILL 13 LEFT TURN LANE TAPER:
' 127 STA 55+68.38 10 6.3’ STA 56+48.88
|
10’ 12’ 12’ 12’ | 12’ VAR VARIES
THROUGH/RIGHT THROUGH LANE THROUGH LANE |1 THROUGH LANE 14.0' STA 55+68.38
|

iy

234" STA 56+68.40
22.2" STA 57+04.65

18 ot

PROFILE
GRADE

i
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2.5% 2.0% 5% Poowse
]
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F.AP. TOTAL SHEET
RTE SECTION COUNTY SHEETS NO

331 * JACKSON 258 10

STA. TO STA.

FED. ROAD DIST. NO. - | ILLINOIS | FED. AID PROJECT
F*  (2-DeN15.75-3,8-1

LEFT TURN LANE TAPER:

6.3° STA 56+48.88 TO 3.0’ STA 56+57+03.01

VAR

GUTTER FLAG VARIES:

6" STA 56+67.29 TO 4’ STA 57+12.07
SEE DETAIL ON SHEET 87 OF 225 IN PLANS

ISTING BITUMINOUS SHOULDER\  \PROPOSED COMBINATION CONCRETE

ANITHO LYW

18" 18"

™ 2.07 JpRIES

EXISTING BITUMINOUS SHOULDER-
TO BE REMOVED

EXISTING BIT SURFACED _PCC _PYMT

N N s
>

TO BE REMOVED

T0 BE USED
STA 56+48.88 TO 57+04.65

CURB AND GUTTER, M-6.06

PROPOSED COMBINATION CONCRETE

PROPOSED POLYMERIZED BITUMINOUS CONCRETE™ .\ N
/ / BINDER COURSE SUPERPAVE, N105, IL-19.0 \\\ N
PROPOSED SUB BASE GRANULAR MATERIAL, 4"  THICKNESS VARIES 0" MIN TO 2V4" MAX N N
PROPOSED POLYMERIZED BITUMINOUS CONCRETE PROPOSED BITUMINOUS SURFACE REMOVAL, 1/, \\\ \\
SURFACE COURSE SUPERPAVE, MIX E, N105, 1/, PROPOSED CCSG REMOVAL \ N
,, PROPOSED LEVELING BINDER, 17 AN
PROPOSED COMBINATION CONCRETE ™ \
PROPOSED BITUMINOUS SHOULDERS, 8 CURB AND GUTTER, M-6.06
PROPOSED MEDIAN SURFACE, TYPE A 4%
T0 BE USED

EASTBOUND ILLINCIS 13
STA 55+68.38 TO 57+04.65

* TRANSITION CROSS-SLOPE 0.5%/50" OR GREATER TO MATCH PCC CONNECTOR
BIT CONC BSE CSE WIDENING NOT SHOWN. REFER TO BRIDGE TRAFFIC CONTROL DETAILS

¢ EB ILL 13

PAINTED MEDIAN 3’
MEDIAN TAPER - FROM 27 STA 55+15.00
TO 0" AT STA 55+68.38

10’ 12’ 12’ 12’ 12’ VAR 12/ VARIES
THROUGH/RIGHT THROUGH LANE THROUGH LANE THROUGH LANE LEFT TURN LANE | 5.0' STA 53184.88
9.5 STA 55+15.00
1 VAR | 14.0°7STa 55+68.38

VAR
18" feat—-oe]

PROFILE
GRADE

INTTHOLVIA

) . 1.5%
, 2.5% 2.0% eI %
47 ,/___/ =
.4 L 4 s

TO BE REMOVED

, S
V /// /" PROP_PCC BSE CSE, 9"

EXISTING BITUMINOUS SHOULDER : \

4 e N PROPOSED COMBINATION CONCRETE\
/ /,/// "PROPOSED POLYMERIZED BITUMINOUS CONCRETE \\\ CURB AND GUTTER, M-6.0 \
S BINDER COURSE SUPERPAVE, NloEI;; IL-19.0 . ‘ CE[; N N
/- "
S THICKNESS VARIES O MIN TO 11/2"” MAX XISTING BIT SURFA \ o \
Yyl BCC PAVEMENT \ PROPOSED MEDIAN SURFACE, TYPE A 4"\

PROPOSED POLYMERIZED BITUMINOUS CONCRETE
/’ SURFACE COURSE SUPERPAVE, MIX E, N105, /%"
PR

OPOSED_SUB BASE GRANULAR MATERIAL, 4

/"~ _PROPQSED BITUMINOUS SHOULDERS, 8 T0 BE USED

ILLINOIS 13 EASTBOUND
STA 53+77.57 TO 55+68.38

\ PROPOSED MEDIAN REMOVAL
STA 53+457.59 TO 54+62.30

\_PROPOSED BITUMINOUS SURFACE REMOVAL, 15"

CURB AND GUTTER, M-6.24

PROPOSED COMBINATION CONCRETE.

CURB AND GUTTER, M-6.24

TYPICALS - ILLINOIS 13 (EASTBOUND)




